
FORM OF 

ADVERTISEMENT 

Sealed proposals will be received by: 

Mahoning Township of Montour County, PA, at 

849 Bloom Rd. Danville, PA 17821 until 4:00 PM, on 

March 25, 2024, to be opened on 

March 25, 2024, at 5:30 PM 

Mahoning Township Municipal Building 

For the following Contract: 

Paving Contract: 

Furnish and place approximately 1,146 Tons Asphalt Wearing Course. 

Prevailing Wage Rates shall be paid on the project. 

Performance bond and payment bond in the amount of 100% of the contract, as well as 

proof of worker’s compensation insurance will be required from the lowest responsible bidder. 

Bid Bond in the amount of 10% of the contract is required of all bidders. 

All work and material must meet current Pennsylvania Department of Transportation 

Specifications Form 408 and its Supplements. Proposals must be upon the forms furnished by the 

Municipality. The Municipality reserves the right to reject any or all proposals. 

Mahoning Township 

By: Carolyn Dragano 

Secretary 

570.275.5521 Ext 2 



MS-944 03-10 

� P.���:!�fl�:�P!�TATION 

A. DEPOSIT OF PROPOSALS.

PROPOSAL & CONTRACT 
(WHEN EXECUTED) 

Mahoning Township 

(THIS PROPOSAL INCLUDES 

INSTRUCTIONS TO BIDDERS) 

Municipality Name and Type 
All envelopes containing Bid proposals shall
be clearly marked "Pave Bid" proposals for
letting
March 25, 2024

Date
Sealed Proposals will be received on or before
4:00 PM on the above letting date.

Time 

Bids will be opened and read at approximately 
5:30 PM , on the above letting date. 

Time 

Carolyn Dragano 
Secretary 

849 Bloom Road 
Address 

Danville PA 17821 
Proposals must be mailed or otherwise 

delivered to the above address. 

I. The contractor proposes to furnish and deliver all materials (including Form CS-4171, CERTIFICATE OF
COMPLIANCE and/ or TR-465 DAILY ASPHALT MIXTURE CERTIFICATION) and to do and perform all
work on the following project as more specifically set forth in the Schedule of Prices (Attachment), in
accordance with drawings and specifications on file at __________________ _
and special requirements contained herein and/ or attached hereto and current PennDOT Specifications
(Publication 408), except (a) bidders need not be prequalified by PennDOT (Sec.102.01), and (b) Volumetric
testing of Asphalt paving materials is not required (Sec. 409).

2. If designated as the successful bidder, the contractor will begin work on the date specified in the notice to proceed. Or
as otherwise provided in the special requirements, and will complete all work on or before Sept. 30 , 2024. If all work 
is not completed on time, liquidated damages will be assessed at the rate of$ 975.00 per additional working day. 

3. Accompanying this proposal is a certified check or bid Bond in the amount of 10 % of Bid made payable to the 
municipality as a proposal guarantee which, it is understood, will be forfeited in case the contractor fails to comply with 
the requirement of the proposal. 

B. PROPOSAL OF: ------- ---===-c-c-------------
Namc ofContractor 

Address 

CONTRACTOR'S CERTIFICATION 

It is hereby certified as follows: 

1. The only person(s) interested in this proposal as principal(s) is (are): ________ _____ _

2. None of the above persons are employees of the municipality.

3. This proposal is made without collusion with any other person, firm, or corporation.

4. All plans and specifications referred to above and the site of the work have been examined by the contractor.
The contractor understands that the quantities indicated herein are approximate and are subject to change as may
be required; and that all work is payable on the basis of the unit prices listed on the Schedule of Prices
{Attachment I).

- I -





ATTACHMENT# I 

LOCATION OF WORK: 

Mahoning T ownshin Montour Count 
·-

STREET /ROAD NAME L' W' D" TYPE OF WORK UNITS QUANTITY 

T-335 Willow St 1,300 16.0 1.5 Asphalt Wearing Course Ton 208 

T-384 Upper St 900 21.0 LO Asphalt Wearing Course Ton 126 ' 

' 

7
T-333 Red Lane ' 

Twp Line to Academy
1,200 24.0 1.5 Asphalt Wearing Course Ton 288 

T-341 Kingsley Av 750 28.0 
' 

1.5 Asphalt Wearing Course Ton 210 i 

T-339 Lumbard Av 415 35.0 1.5 Asphalt Wearing Course Ton 146 

T-357 Holly Ct 560 30.0 1.5 Asphalt Wearing Course Ton 
' 

168 
-·

DESCll!PTION OF WORK: 

Asphalt Wearing Course 9.5mm Fine Grade 
Superpave Asphalt Mixture Design, Wearing Course, PG 64S-22, < OJ Million ESALS, 9.5 MM FG Mix. SRL-L 
Furnish and place Asphalt Wearing Course material at l '1 compacted depth across entire cross--section of roadway. 

And 
Superpnve Asphalt Mixture Design, Wearing Course, PG 648-22, < 0.3 Million ESALS, 9.5 MM FO Mix. SRL-L (60 lb 
Scratch Course): Furnish and place Asphalt Wearing Course to restore the cross�section of roadway. 

NOTES: 

1. Submit a copy of an approved Penn.DOT Asphalt Mix Design a minimum of 5 working days prior to the start of
the work.

2. The contractor wHJ also supply the municipa1ity with a Daily Asphalt Material Certification on a TR-465 or CS-
4171, supported by testing, within 24 hours of placing the Asphalt material for each day's placement.

3. Asphalt paving material and construction to be in accordance with the current Penn.DOT 408 section 409 or 411.
4. Furnish all Certified Weigh Slips,
The municipality will withhold payments if all the above requirements are not met.



DESCRIPTION OF WORK, 

ATTACHMENT# I 
(Continued) 

Note: 
Incidental to the above items is mobilization and demobilization, cleaning and sweeping of roadway prior to applying tack 
coat, milling of paving notches at beginning, endings and all paved driveways and paved intersections and picking up and 
disposal of all milled joint materials, furnish and place Asphalt tack coat on existing roadway, sealing all finished joints, 
Yellow temporary centerline pavement marking tape skip lines (only Temporary center lines for Red Lane) from a 
manufacturer listed in Bulletin 15 and Traffic Control according to the Publication 408 Section 90 I. Municipality will 
supply and install utility risers, Coordinate utility adjustments with the Municipality. 

ESCALATOR CLAUSE: JS INCLUDED IN THIS CONTRACT. 
Price Adjustment of Asphalt Material - Section 110.04 
The contractor must also provide the municipality a copy of the price adjustment calculation prior to placing any material 
and a copy with the final invoice. 

Special provision to this item is that the minimum 100 Ton asphalt cement is waived. 

All work must be completed in accordance with the current PennDOT Publication 408 Specifications and its supplements. 

All work must be completed no later than September 30, 2024 

Mahoning Township, Montour County 

Item 
Quantity Unit 

No. 
Description of Work Unit Price Total 

I I, 146 Ton Asphalt Wearing Course 

Escalator Clause: Price Adjustment of 
I LS Asphalt Materials NIA NIA 

1B -$ ffon March 2024, District 3-0 

Total Amount of Contract 

-Jb-
































